Ask the Service Man ^ He Knows! 



THE UNIVERSAL 
ANSWER—"IT’S OK.” 

In 1926 we presented the first OK model wet hose 
pump. The outside dimensions have never been 
changed. From the service records of thousands in use 
we have added refinements in this, our new OK, we 
present the 100% satisfactory wet hose pump—tinted 
cylinders, easy cleaning, one screw removable plates for 
installation or inspection, three sets of gallon markers 
inside the cylinder, indirect lighting, outside drain- 
back and flexible spout nozzle-valve size 1 y^-inch with 
1 J4"irich hose insures faster discharge. See specifica¬ 
tions on other side. 

THE PUMPING UNIT 

Truly a gasoline pump is no 
better than its pumping unit. 

The heart of the OK-7D is 
this powerful quadruple act¬ 
ing pump proven and tried 
by more than 300,000 in 
service over a long period of 
years. 



A Strong Heart 


Crown Light Globe shown on 
above cut is not regular equip¬ 
ment. We furnish at small 
extra cost. 


SOUTHWKST 0K-7D 

The Simplified Wet Hose Visible Pump 
ATTRACTIVE PRICES—PROMPT DELIVERY 
Wire or Write 


Southwest Pump Company 

201-215 EAST FIRST STREET 

Bonham, Texas 















Specifications 

OK^7D 

Wet Hose Visible 
Gasoline Pump 

Hand operated. 

Tinted glass cylinder of 10 gallons capacity. 

Three sets individual gallon markers, German silver, 
bubble type. 

Ten feet of 1 ^ 4 " metal-lined gasoline hose. 

Flexible spout 1 wet hose nozzle, self-closing. 
Overflow pipe fixed. 

Discharge into cylinder higher than top of overflow pipe. 

Special cap turns flow downward. 

Heavy steel housing. 

One screw inspection plates. 

Quadruple acting wing pump. 

Malleable pump handle with projection for locking. 
Drain-back through the overflow. 

Anti-back flow valve in drain pipe. 

Wired-in conduit with one socket in dome and condulet 
box in base of the cabinet. 

Explosion-resisting conduit boxes. 

Underwriters’ label. 

Finished in baked-on red enamel. 

Installation plan and instructions. 

One can of Special Paste for pipe joints. 

Shipping weight approximately 3 5 5 pounds. 

Expanded metal guard for cylinder. 

OTHER MODELS 

OK-8—Same as OK-7D except Air operated. 

OK-9—Same as OK-7D except Combination Air and 
Hand operated. 
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